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Abstract 
The interaction between ferroelectric polymer fi lms with different transition 
temperatures is evident in the effect of layer thickness on the ferroelectric– par-
aelectric phase transition in multilayer fi lms, as revealed by x-ray diffraction 
and dielectric measurements. The multilayer samples consisted of alternating 
Langmuir–Blodgett (LB) fi lms of two different copolymers of vinylidene fl u-
oride with trifl uoroethylene, one with 80% vinylidene fl uoride and a ferroelec-
tric–paraelectric transition temperature on heating of 133 ± 4 °C and the other 
with 50% vinylidene fl uoride and a transition temperature of 70 ± 4 °C. Sam-
ples with a repeat period of 20 LB layers (10 contiguous layers of each compo-
sition) exhibited two distinct phase transitions, indicative of minimal interaction 
between the two materials. Films with a repeat period of 2, or fi lms made from 
an equal mixture of the two copolymers, exhibited composite behavior, with 
an intermediate transition temperature and suppression of the transitions associ-
ated with the individual compositions. Films with a repeat period of 10 exhibit 
cross-over behavior. These results imply that the ferroelectric interaction length 
along the (110) direction, which is perpendicular to the fi lm plane, is approxi-
mately 11 nm. 
1. Introduction 
Studies of thin-fi lm magnetic heterostructures have revealed a number of unexpected phe-
nomena, some leading to useful technology. One notable example is the giant magnetore-
sistive (GMR) effect stemming from the oscillatory interaction of magnetic layers sepa-
rated by non-magnetic spacers a few nanometers thick [1]. GMR read heads were quickly 
developed and were instrumental in increasing magnetic disk drive capacities. Studies of 
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superlattices of antiferromagnetic CoO and NiO show evidence of the infl uence of spin 
polarization at the interface—the ordering temperature of the superlattice is intermedi-
ate between the Néel temperatures of the constituent layers [2, 3]. Thin antiferromagnetic 
fi lms sandwiched between ferromagnetic layers show a large increase in the Néel temper-
ature, due to polarization effects from the ferromagnetically ordered spacers [4]. These in-
teraction effects occur over much longer length scales than the exchange coupling that 
produces the ordered ferromagnetic and antiferromagnetic states. 
The role of fi nite-size effects in ferroelectric materials is less clear, though of criti-
cal importance in the rapidly growing ferroelectric memory industry, where the bistability 
of polarization of thin ferroelectric fi lms is paramount. Analyses using mean-fi eld theory 
generally conclude that the depolarization fi eld energies and surface energies will sup-
press ferroelectricity [5, 6]. There were several early observations of fi nite-size effects in 
ferroelectric oxide thin fi lms (as thin as 100 nm) [7–9], and of nanoparticles as small as 
25 nm [10, 11], although these results were probably dominated by variations in sample 
composition or microstructure [12]. Improvements in the fabrication of thin perovskite 
fi lms pushed the limit below 15 nm [13–17], in accordance with the predictions of fi rst-
principles calculations [18, 19]. Ferroelectricity has been reported in fi lms as thin as 1 
nm in both polymers [20] and oxides [21]. The most remarkable results of the thin-fi lm 
studies were that reduced thickness does not necessarily decrease the Curie temperature 
or spontaneous polarization. Though polarization measurements of the thinnest ferroelec-
tric polymers are inconclusive [20], a recent study of BaTiO3 thin fi lms with SrRuO3 elec-
trodes showed signifi cant polarization decline only below 15 nm [22], and studies of unit 
cell tetragonality in PbTiO3 fi lms [23] also indicated a signifi cant decrease in polarization 
below 10 nm in thickness. 
Studies of ferroelectric multilayers and superlattices, composed of ferroelectric ox-
ides with different bulk transition temperatures (TCs) or of ferroelectric and paraelec-
tric materials, shed additional light on the thin-fi lm stability puzzle and on the interac-
tion length of polarization correlation. There have been numerous experimental studies of 
superlattices involving ferroelectric materials, mostly in the past fi ve years. Theoretical 
modeling has been effective in guiding research in ferroelectric superlattices, predicting 
interlayer polarization interactions [24], TC enhancement [25], and enhanced dielectric re-
sponse [5, 6, 26]. Experimental results do reveal TC enhancement with a critical thickness 
of order 10 nm or less in ferroelectric superlattices of KTaO3/KNbO3 [27], in BaTiO3/
SrTiO3 [28, 29], and PbTiO3/SrTiO3 [30]. In addition, superlattices of two different para-
electric materials show evidence of both antiferroelectric and ferroelectric ordering [31], 
while superlattices consisting of ferroelectric and antiferroelectric layers show interesting 
intermediate behavior [32]. 
Strain can play a major role in epitaxial superlattices when the transition is substan-
tially displacive, as for the oxide studies just mentioned, and other studies of epitaxial 
fi lms [33–35]. There is also evidence for correlations between the critical superlattice pe-
riod and the domain size [27]. The infl uence of strain is likely much smaller in the much 
softer ferroelectric polymers. For example, an all-organic composite of copper–phthalocy-
anine (a high dielectric constant material) with ferroelectric P(VDF–TrFE), copolymers of 
vinylidene fl uoride (VDF) with trifl uoroethylene (TrFE), which shows greatly enhanced 
dielectric properties [36], which are better explained by short-range exchange interactions 
at the interface between the two materials, and not by long-range strain effects [37]. The 
size and length scales are not precisely defi ned in the composites, and hence interaction 
information is averaged over a wide range of length scales. Precision deposition of ferro-
electric and dielectric multilayers can better control interactions and possibly produce sig-
nifi cant enhancement of key functional properties critical to applications such as non-vol-
atile memory, infrared imaging, and electromechanical transducers. 
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The ability to tune the ferroelectric properties of nanostructured materials provides 
some appealing technological opportunities. Ferroelectric superlattices have exhibited en-
hanced dielectric constants attributed to polarization correlations [26, 38, 39] or to purely 
dielectric effects [40], and enhanced nonlinear optical response [22, 28, 39], demonstrat-
ing the potential technological benefi ts of ferroelectric crystal engineering. Other na-
noscale structures studied to date, including arrays of pillars [41] and nanotubes [42–45], 
demonstrate additional means of controlling bulk properties through nanostructure. 
Our motivation for this work was to investigate the interaction between ferroelec-
tric polymer layers with different TCs in a well-defi ned structure that is relatively free of 
strain. Varying the composition and layer thickness should probe several key features of 
ferroelectric interactions, namely, whether or not ferroelectric layers couple across a par-
aelectric layer, whether it is possible to induce ferroelectricity in a paraelectric layer with-
out fi rst inducing strain, and what length scales are important for this interaction to occur. 
In order to accomplish this we chose a multilayered structure consisting of alternating lay-
ers of two P(VDF–TrFE) copolymers with different TCs. The P(VDF–TrFE) copolymers 
have nearly the same spontaneous polarization, of order 0.1 C m−2, and a composition-de-
pendent TC ranging from 65 to 208 °C, for compositions containing 40% VDF to 100% 
VDF, respectively [46]. The compositions P(VDF–TrFE 50:50) and P(VDF–TrFE 80:20) 
were chosen for the present study as the two constituents of the multilayer, since they 
have well-separated bulk TCs (measured on heating) of approximately 65 °C and 142 °C 
[46], respectively, and therefore are good candidates for exploring interlayer interaction 
effects. We chose these values because compositions with more than 80% VDF do not 
crystallize well and have TCs inconveniently located above their melting points. Copoly-
mers with less than 50% VDF have so far proven too variable in their ferroelectric proper-
ties to provide reliable samples. 
Here we report a study of the structure and ferroelectric properties of multilayers of 
two ferroelectric copolymers, P(VDF–TrFE 80:20) and P(VDF–TrFE 50:50), with repeat 
periods of 2, 10 and 20 LB layers, and a constant total thickness of 20 LB layers. The re-
sults from these samples were also compared with pure fi lms composed only of a single 
copolymer and fi lms made from a 1:1 mixture of the two compositions. The two-dimen-
sional nature of the ferroelectric transition [20, 47] presumably rules out direct ferroelec-
tric interaction between the various layers; however, interactions via the polarization of 
the intervening layer may still occur. For each sample, we measured the lattice spacing 
and the dielectric constant as a function of temperature on both heating and cooling. The 
fi lms with the repeat period 2, which consisted of one LB layer of each composition, ex-
hibit intermediate behavior similar to that of the mixture. Films with repeat period 20, 
which consisted of contiguous 10 LB layers of each composition, behave like two inde-
pendent fi lms. The cross-over appears to be with the sample with repeat period 10, which 
alternates fi ve layers of the 50:50 copolymer with fi ve layers of the 80:20 copolymer. 
2. Sample preparation 
The ultrathin ferroelectric polymer fi lms were deposited by Langmuir–Blodgett (LB) de-
position using procedures described in detail elsewhere [47–50] LB deposition affords ul-
trathin fi lms with good crystallinity [51] and stable ferroelectric properties, such as spon-
taneous polarization and Curie temperature, that are only weakly dependent on thickness 
[20, 47]. Briefl y, deposition proceeded as follows. We spread a solution of the polymer 
(0.05% weight concentration in dimethyl sulfoxide) onto the surface of an ultrapure water 
(18 MΩ cm resistivity) subphase maintained at 25 °C. The polymer surface fi lm was com-
pressed slowly to a surface pressure of 5 mN m−1, and then transferred to the substrate 
by horizontal dipping at a slight angle to control the line of contact. The fi lm thickness 
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was controlled by repeating the LB layer transfer, and multilayered samples were made 
by alternating between two isolated trough sections containing the two polymer compo-
sitions, each held at the same temperature and surface pressure. Completed samples were 
annealed for 2 h at 135 °C to optimize their crystal structure and stabilize the ferroelectric 
properties [47, 52]. 
The samples for the present work consisted of homogeneous and multilayer LB fi lms 
of two P(VDF–TrFE) copolymers, one with 80% VDF, designated 80:20, and the other 
with 50% VDF, designated 50:50. The LB fi lms were deposited on two different sub-
strates, depending on the intended measurement. Samples for x-ray diffraction (XRD) 
measurements consisted of LB fi lms deposited directly on (100) silicon wafers. Capaci-
tors for dielectric measurements were fabricated by evaporating bottom aluminum strip 
electrodes on a glass microscope slide, then depositing the LB fi lm or multilayer, and 
evaporating aluminum strip top electrodes oriented orthogonal to the bottom electrodes. 
The completed capacitor, shown schematically in fi gure 1, consists of four individually 
addressable spots. 
Measurements were made on six pairs of samples, each pair consisting of one sam-
ple for XRD measurements and another for dielectric measurements, made as described 
above. The LB fi lms on all the samples consisted of 20 LB layers (20 individual trans-
fers) but differ in the composition and sequence of the LB layers. One pair of homoge-
neous reference samples was made with each of the two copolymers. Three pairs of mul-
tilayer samples consisted of equal-thickness alternating layers of the two copolymers with 
repeat periods of 2, 10, and 20 LB layers. An additional pair of samples was made from a 
solution containing equal amounts by weight of the two copolymers. The complete list of 
samples and their compositions is given in table 1. 
3. Experimental methods 
The breadth of the ferroelectric–paraelectric phase transition and inherent thermal hyster-
esis due to phase coexistence make it diffi cult to determine the true phase transition tem-
Figure 1. Schematic diagram of sample structure. (a) Layering of the LB fi lms shown be-
tween the top and the bottom electrode. The darker lines indicate layers of 50:50 copoly-
mer, the lighter lines indicate layers of 80:20 copolymer. (b) Layout of a capacitor sample 
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perature. Therefore, we use both dielectric measurements and x-ray diffraction to inves-
tigate the behavior. The advantage of x-ray diffraction is that it provides a quantitative 
measure of the amount of material in the ferroelectric and paraelectric states in the phase 
coexistence region [51, 53, 54]. As we shall see, this enables us to clearly defi ne an effec-
tive phase transition temperature and also chart the evolution of phase conversion with 
temperature and history. Since the x-ray scattering lengths of the two compositions are al-
most identical, we were not able to directly probe the multilayer period. However, as we 
shall see subsequently, the behavior of the differently structured samples is quite distinct, 
implying that the structure of the superlattice is preserved to a large extent. 
Sample crystallinity was measured by x-ray diffraction (XRD) in the θ–2θ geometry, 
which measures the crystal spacing normal to the substrate. Previous studies have shown 
that the LB fi lms are oriented with the (110) planes parallel to the substrate, meaning that 
the chains, which are along the [001] direction, are in the fi lm plane and the spontaneous 
polarization in the ferroelectric phase, which is along the [010] direction is tilted 30◦ away 
from the normal [51, 54]. The XRD peaks near 18° and 19° at an x-ray wavelength λ = 
1.54 Å are the (110) diffraction peaks in the paraelectric and ferroelectric phases, respec-
tively [55]. These peaks have the same structure factor, so the integrated intensities give 
the relative fraction of material in each phase [54]. 
Initial x-ray diffraction measurements were performed on a set of preliminary sam-
ples to determine the sample crystallinity and follow the progress of the phase transition 
as they were heated. These measurements were made on a Rigaku θ–2θ diffractometer 
with a fi xed Cu Kα cathode. This initial XRD measurement showed relatively low crystal-
linity of the samples before annealing and considerable improvement after annealing, as 
shown in fi gure 2. For the 50:50 and 80:20 samples the crystallinity improved by a factor 
Table 1. Sample composition and basic properties measured as described in the text. The 
sample thicknesses were obtained from the x-ray refl ectivity data shown in fi gure 3. The 
thermal expansion coeffi cients were obtained from the slopes of the lines in fi gure 7 for 
both ferroelectric and paraelectric phases. 
a The sample thickness was determined from a linear least-squares fi t of the positions of 
the minima in fi gure 3, with a root-mean-square statistical uncertainty of 5% or less for 
all fi ts. 
b The two thermal expansion coeffi cients for the period 20 sample are due to the separate 
behavior of 80:20 and 50:50 layers in the sample; the values 2.8 × 10−3 and 0.8 × 10−3 are 
from 50:50 layers and 80:20 layers, respectively. 
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of 5 and 12 respectively as measured by the area under the diffraction peaks. The samples 
were annealed by heating them from room temperature to 135 °C at a rate of 1 °C min−1, 
held at 135 °C for 2 h and cooled down to room temperature at the same rate. Both prior 
studies [51, 52] and present results indicate that this annealing procedure optimizes the 
degree of crystallinity. Each sample was then enclosed in a temperature-controlled cop-
per chamber, which was mounted on a goniometer. The chamber operated at atmospheric 
pressure. The sample temperature was accurate within 2 °C. The sample temperature was 
increased at the rate of 1 °C min−1. Measurements were made at intervals of 20 °C after 
holding for 20 min at each set temperature. An identical set of samples was then made for 
the detailed XRD studies performed at the synchrotron. 
The total thickness of each fi lm was measured after completion of the synchrotron 
studies by grazing-incidence θ–2θ x-ray refl ectivity on a Bruker AXS diffractometer. 
Figure 2. X-ray diffraction data from the XRD samples recorded at room temperature with 
the Rigaku θ–2θ instrument both before (solid circles) and after (open circles) annealing. 
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These data were analyzed as follows. The x-ray refl ectivity R was multiplied by k4, where 
 (1)
is the scattering vector, in order to account for the effects of the Fresnel refl ectivity. The 
modifi ed refl ectivity data for all six samples are shown in fi gure 3. The presence of mul-
tiple oscillations indicates relatively smooth interfaces. The sample thickness was deter-
mined by using the modifi ed Bragg equation, 
 (2)
for the positions of the diffraction minima, where m is an integer index for the diffraction 
order, λ is the x-ray wavelength (1.54 Å in this case), t is the fi lm thickness, θm is the an-
gle corresponding to the diffraction minimum of index m [56], and θc = 0.2°
 is the critical 
angle of the copolymer for x-rays with wavelength 1.54 Å. The small differences in scat-
tering length densities between the two copolymers implies that the multilayered samples 
may be treated as a single uniform layer for the purposes of this thickness measurement. 
The thicknesses determined by x-ray refl ectivity are listed in table 1. The sample thick-
nesses for the pure 80:20 and 50:50 samples and the mixture compositions are approxi-
mately 50 nm, while the multilayer samples are slightly thinner, with an average thickness 
Figure 3. X-ray refl ectivity data recorded with the Bruker θ–2θ instrument showing thick-
ness oscillations for the indicated samples. The curves have been offset vertically for clar-
ity. All except for the 50:50 sample were the same as those used for the synchrotron x-ray 
diffraction studies. The original 50:50 sample was unavailable for the x-ray refl ectivity 
studies, so the sample prepared for the primary check-up study before XRD measurement 
at the synchrotron was used. Due to small number of fringes with this particular sample, 
an additional sample was also prepared under same conditions, and the thicknesses from 
both samples are the same within experimental uncertainty. 
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of 45 nm, slightly thinner than the pure compositions. According to these thickness mea-
surements, each transfer of LB fi lm from the water subphase consists of approximately six 
molecular layers per LB transfer. The roughness is estimated to be approximately 2 nm, as 
seen from previous AFM measurements on P(VDF– TrFE 70:30) copolymer fi lms fabri-
cated under the same conditions [57]. 
The bulk of the x-ray diffraction measurements were made at the Advanced Photon 
Source at Argonne National Laboratory, on the 12-BM/BESSRC-CAT beam line, which 
operated at a wavelength λ = 1.0 Å with a 2θ angular resolution of 0.012°. The sample was 
placed in vacuum on the cold fi nger of a recirculating gas refrigerator that was mounted 
on the diffractometer goniometer. The sample temperature was accurate to within 1 °C. 
The diffraction measurements were recorded on both heating and cooling over the range 
−5 to +125 °C, at temperature intervals of 5 °C far from the phase transition temperature, 
and intervals of 3 °C near it. Beginning the measurements well below room temperature 
ensured that the samples were initially in the ferroelectric phase. 
The dielectric constant of a ferroelectric exhibits peaks at the transition between 
the paraelectric and ferroelectric phases. These peaks are due to the large polarizability 
near the phase transition. Capacitance measurements were made with a Hewlett-Packard 
4192A impedance analyzer operating at a frequency of 1 kHz and an amplitude of 0.1 V. 
The samples were mounted in a temperature-controlled copper chamber at atmospheric 
pressure. The sample temperature was accurate within 1 °C. The sample capacitance was 
continuously recorded as the sample was heated at a rate of 1 °C min−1 from room temper-
ature to 125 °C and while cooling back to room temperature at the same rate. The excep-
tion was the pure 80:20 composition sample which was heated to 135 °C. 
The switching behavior of the capacitor samples was characterized at room temper-
ature by measuring the capacitance as a bias voltage was slowly varied between oppos-
ing polarization saturation levels. The capacitance hysteresis data shown in fi gure 4 dem-
onstrates that all the samples exhibit the characteristic “butterfl y” shape, with capacitance 
peaks indicating polarization switching. The butterfl y curves repeat on continued cycling 
and are typical of those obtained with the ferroelectric copolymer LB fi lms [47, 58]. The 
magnitude of the coercive voltage varies slightly among the samples, but does not seem to 
be correlated with the layered structure. This is to be expected, because the coercive fi eld 
of the copolymers depends only weakly on composition [59]. 
4. Results and discussion 
4.1. Structure 
The ferroelectric-to-paraelectric conversion is accompanied by a change in the crystal 
structure from the all-trans conformation of the ferroelectric phase to the trans-gauche par-
aelectric phase. Figure 5 shows the θ–2θ XRD data from the synchrotron recorded at the 
lowest (−5 °C) and highest (+125 °C) temperatures for all the samples. The peaks near 2θ 
= 13° correspond to a (110) d-spacing of 4.4 Å for the ferroelectric phase, while the peaks 
near 2θ = 11.9° correspond to a d-spacing of 4.8 Å for the paraelectric phase. The lattice 
expansion of 10% from the ferroelectric to paraelectric phases is due to the increased size 
of the chains with trans-gauche conformation [55]. The pure 80:20 sample and the period 
20 sample have noticeable amounts of residual ferroelectric phase at 125 °C, due to phase 
coexistence and the relatively high transition temperature of the 80:20 copolymer, a point 
that will be discussed further below. 
The lattice spacing in the paraelectric phase is only weakly dependent on compo-
sition, as the peak positions of the pure 50:50 and pure 80:20 samples at 125 °C were 
nearly identical, at 11.86 ± 0.02° (4.835 ± 0.005 Å) and 11.95 ± 0.02° (4.80 ± 0.01 Å) re-
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spectively, effectively irresolvable because of the peak width of approximately 0.4°. The 
tightly packed ferroelectric phase, on the other hand, is more sensitive to the presence of 
the extra fl uorine atoms on the hydrogen side of the backbone. At −5 °C, the peak posi-
tions of the pure 50:50 and pure 80:20 samples are readily resolved, at 12.86 ± 0.02° (4.46 
± 0.01 Å) and 13.48 ± 0.02°  (4.26 ± 0.005 Å), respectively. 
4.2. X-ray diffraction results 
Figure 6 shows the temperature evolution of the (110) peaks for the six XRD samples 
from −5 to 125 °C on heating. The transition between the ferroelectric and paraelectric 
phases in the VDF copolymers is gradual, owing to the fi rst-order nature of the transition 
[60]. The breadth of the phase transition is not sensitive to sample defects or inhomogene-
ity, as is evident by comparing studies of polymorphous lamellar samples [61] with high-
quality linear-chain crystals of VDF copolymers [62]. Moreover, the phase transition is 
Figure 4. The “butterfl y” hysteresis curves of the capacitor samples measured at a fre-
quency of 1 kHz and amplitude 0.1 V while cycling the bias voltage at a rate of 6 V 
min−1. 
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highly hysteretic, so the transition temperatures on heating and cooling are different. We 
will focus on the phase changes observed during heating after stabilization at room tem-
perature or below, because this produces the best repeatability in the initial phase propor-
tions. The proportion of each phase is readily quantifi ed by the intensity of the (110) dif-
fraction peaks, the ferroelectric peak at approximately 13° and the paraelectric peak at 
approximately 12°. All samples exhibit a large coexistence region, the range of tempera-
tures where both phases persist. The pure 50:50 sample (see fi gure 6(a)), having the lower 
transition temperature, shows essentially full conversion to the paraelectric phase by ap-
proximately 80 °C, while the pure 80:20 sample (see fi gure 6(b)) is not yet fully converted 
at 125 °C. These two pure samples provide a useful reference for comparison. For ex-
ample, the XRD data from the period 20 sample resembles a superposition of the struc-
tures of the two component materials, with two distinct ferroelectric phase XRD peaks re-
corded at −5 °C and a two-stage transition to the paraelectric phase. The mixture sample 
(see fi gure 6(f)), the period 2 sample (fi gure 6(c)), and the period 10 sample (fi gure 6(d)) 
Figure 5. Comparison between x-ray diffraction data recorded at the synchrotron at −5 
°C (solid lines) and at 125 °C (open circles) for all the samples. The peaks near 12° are 
the (110) peaks from the paraelectric phase, while the peaks between 13° and 14° are the 
(110) peaks from the ferroelectric phase. 
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show nearly full conversion to the paraelectric phase by 125 °C. On the other hand, both 
the pure 80:20 sample and the period 20 sample retain some of the paraelectric phase, 
even at 125 °C, as is evident in fi gures 5(b) and (c), indicating that the 80:20 layers in the 
period 20 sample are relatively unperturbed. 
To make a more quantitative comparison, we fi tted each XRD measurement to a set 
of peaks with a Gaussian line shape (except for the period 20 sample, where a Lorent-
zian line shape resulted in higher quality fi ts). With such thin fi lms and inherently broad 
diffraction peaks, the fi tting results do not necessarily determine unambiguously which 
spacings are present. An elementary model calculation of the expected diffraction peak 
heights, widths and positions for the multilayer samples (assuming planar interfaces and 
perfect lattice coherence through the thickness of the sample) indicates that the (110) 
peaks for the ferroelectric structures of the 50:50 and 80:20 copolymers should produce a 
single irresolvable peak in the period 2 sample, whereas in the period 20 sample, the sep-
arate peaks should be clearly distinguishable. (The peak widths, which are of the order of 
1° in 2θ, are much greater than the 0.012° resolution of the APS diffractometer.) Note that 
Figure 6. The synchrotron x-ray diffraction data as function of temperature, showing the 
ferroelectric-to-paraelectric phase conversion for the following 20 LB layer fi lms: (a) pure 
50:50 copolymer; (b) pure 80:20 copolymer; (c) period 20; (d) period 10; (e) period 2; and 
(f) mixture. 
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the model shows that an apparent merging of the (110) XRD peaks in fi lms with small re-
peat periods is purely structural—it does not necessarily indicate that the period 2 sam-
ple, for example, behaves as a composite or mixed sample (though this indeed may be 
the case), only that the two peaks are structurally indistinguishable. In all but the period 
20 sample, the two-peak fi ts (one peak from the ferroelectric phase and only one from the 
paraelectric phase) were much better, meaning that distinct ferroelectric peaks for two in-
dependent materials could not be resolved. For the period 20 sample, we obtained better 
fi ts with three peaks, one for each ferroelectric peak from the two compositions and a sin-
gle combined paraelectric peak. (The paraelectric peaks are at nearly the same spacing, 
and so are not resolvable, as we confi rmed by attempting to fi t two paraelectric peaks.) 
The peak positions obtained from this analysis are shown in fi gure 7. We calculated the 
integrated intensity of each peak as obtained from the fi tting procedure, and normalized 
the total intensity to 1 at each temperature, so the values represent the fraction of the fer-
roelectric and paraelectric phases, respectively. The normalized intensities obtained in this 
fashion are shown in fi gure 8. 
The lattice spacings of all samples obtained from the peak positions of the x-ray dif-
fraction data shown in fi gure 6 are plotted in fi gure 7 as a function of temperature. The 
thermal expansion coeffi cients for both the ferroelectric and paraelectric phases of all sam-
ples were obtained and are listed in table 1. Regardless of the values of the expansion co-
effi cients, the lattice spacings of all the heterogeneous samples are intermediate between 
those of the pure 50:50 and pure 80:20 copolymers, for both phases. In the paraelectric 
phase, both the spacing and the thermal expansion coeffi cients of the samples are within 
a small range, ~1% and ~30%, respectively. In the ferroelectric phase, the lattice spac-
ings and the thermal expansion coeffi cients of the samples cover a wider range, ~5% and 
~300%, respectively. The thermal expansion of the ferroelectric and paraelectric peaks in 
the period 10 sample are intermediate between the corresponding values for the two pure 
Figure 7. Lattice spacings determined from the x-ray diffraction peaks shown in fi gure 6 
as a function of temperature, for the following samples: (a) pure 50:50 (solid squares); (b) 
pure 80:20 (open circles); (c) period 20 (crosses); (d) period 10 (solid triangles); (e) pe-
riod 2 (open triangles); and (f) mixture (asterisks). The lines represent linear regression 
fi ts to the peak positions yielding the thermal expansion coeffi cients, which are listed in 
table 1. 
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copolymers, whereas the period 2 and the mixture samples show a thermal expansion that 
is close to (but even lower than) the thermal expansion coeffi cient of the 80:20 sample. If 
we make the reasonable assumption that the interlayer interaction is proportional to the 
numbers of interfaces, it follows that the interactions between the 80:20 and 50:50 copo-
lymers tend to reduce the thermal expansion coeffi cients of both materials. The tempera-
ture evolution of each phase is quite different and this leads to a complex temperature de-
pendence of the lattice spacing in the heterogeneous samples. To understand the nature 
of these interactions better, we next consider the relative proportions of each phase as the 
samples are heated through the transition temperature. 
Figure 8. The normalized peak intensity as a function of temperature obtained from anal-
ysis of the x-ray diffraction data shown in fi gure 6. The graphs shown are for the six sam-
ples as follows: (a) pure 50:50; (b) pure 80:20; (c) period 20; (d) period 10; (e) period 2; 
and (f) mixture. Open circles indicate the paraelectric phase, and solid circles indicate the 
ferroelectric phase. In graph (c), the open squares and solid squares indicate the peaks as-
sociated with ferroelectric phase of the 50:50 copolymer and the 80:20 copolymer, respec-
tively, as described in the text. 
14 KIM ET AL. IN JOURNAL OF PHYSICS: CONDENSED MATTER 19 (2007) 
The relative proportions of each phase, as obtained from the integrated intensities of 
the x-ray peaks, are shown as a function of temperature in fi gure 8. For the pure 50:50 
copolymer sample (see fi gure 8(a)), the data clearly show the gradual conversion from 
purely ferroelectric phase (solid circles) at low temperature to purely paraelectric phase 
(open circles) at high temperatures. The data from the pure 80:20 sample show a much 
more gradual conversion that is only half completed at the maximum measurement tem-
perature of 125 °C. The rate of phase conversion differs among the samples. In the pure 
copolymer samples (see fi gures 8(a) and (b)), we see that below 80 °C the conversion rate 
of the 50:50 copolymer is greater than that of the 80:20 copolymer, whereas above 80 °C 
the 80:20 copolymer has the greater conversion rate. The intensity data from the period 20 
sample in fi gure 8(c) show independent phase conversion of the two compositions—the 
ferroelectric peak corresponding to the 50:50 copolymer spacing tracks the phase conver-
sion rate of the pure 50:50 copolymer fi lms, and similarly for the peak corresponding to 
the 80:20 composition. In contrast, the transition rates of the period 10, period 2, and the 
mixture samples in fi gures 6(c)–(e) are almost constant over the phase conversion range. 
This behavior is consistent with an interaction between the different materials, but it is not 
defi nitive evidence, because averaging the rates of phase conversion can lead to similar 
behavior. The endpoints of the phase conversion provide a more useful indicator of the ef-
fect of sample structure on the stability of the ferroelectric state. 
With the complex phase conversion and thermal hysteresis phenomena, it is often 
not suffi cient to identify a single transition temperature. Therefore, we defi ne several 
useful critical temperatures as follows. The lower critical temperature T0 is the tempera-
ture at which the paraelectric phase fi rst appears as the sample is heated. The upper crit-
ical temperature T1 is the maximum temperature of the ferroelectric phase. These criti-
cal temperatures were determined by extrapolating the XRD peak intensity data in fi gure 
8—T0 by extrapolating the paraelectric peak intensity to zero, and T1 by extrapolating 
the ferroelectric peak intensity to zero. The phase cross-over temperature T½ is the tem-
perature at which the integrated intensities of the ferroelectric and paraelectric peaks are 
equal. The value of T½ indicates the effective midpoint of the phase coexistence region, 
whether or not the layers are interacting. The critical temperatures of all samples are 
listed in table 2. The critical temperatures of the pure 50:50 sample determined by this 
method are T0 = 9 ± 1 °C and T1 = 85 ± 8 °C. These limits are clear and unambiguous 
because the phase coexistence region is relatively narrow and the phase transition tem-
Table 2. Critical temperatures obtained from both XRD intensity and capacitance mea-
surements as described in the text. The values of T0, T1, and T½ were obtained from the 
XRD intensity data shown in fi gure 8. The values of TC+ and TC− were obtained from the 
capacitance peaks shown in fi gure 9. 
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perature is low. However, the more gradual transition of the 80:20 sample, together with 
the high value of the phase transition temperature, lead to more uncertainty in the val-
ues of T0 and T1. Even at 125 °C, the sample consists of approximately 50% ferroelectric 
phase and 50% paraelectric phase, so we are not able to determine T1 for the 80:20 sam-
ple. At the lowest temperature of −5 °C, the paraelectric peak is already evident (see fi g-
ure 6(b)), and T0 of the 80:20 copolymer determined by this extrapolation method ranges 
between −40 and −30 °C. 
The transition temperatures listed in table 2 indicate that, for the period 10 sample, 
the value of the lower critical temperature T0 is close to that of the pure 50:50 sample, 
whereas for the period 2 and mixture samples, T0 is lower, and in between that of the 
50:50 and 80:20 copolymers. The value of the upper critical temperature T1 for all three 
samples is approximately the same, and well above that for the pure 50:50 sample. The 
phase transition region in the multilayer and mixture samples is much wider than for the 
pure 50:50 sample, but much narrower than that of the 80:20 sample. The effect of sam-
ple structure on the transition temperature is strong evidence for interlayer interaction; 
the ferroelectric-to-paraelectric phase transition in these fi lms is strongly infl uenced by 
the proximity of the 80:20 and 50:50 copolymers, leading to a behavior intermediate to 
that of the pure samples. Although we do not have enough quantitative information to ex-
tract an exact interaction length, we see that as the number of interfaces increases in going 
from the period 20 to period 2 sample, T0 drops quite dramatically. 
4.3. Capacitance results 
Another indicator of the ferroelectric–paraelectric phase transition is the dielectric anom-
aly, a peak that occurs at or near the phase transition temperature. Figure 9 shows the 
dependence of the capacitance on temperature for all samples as they were heated from 
room temperature to at least 125 °C and then cooled back to room temperature, in both di-
rections at a rate of 1 °C min−1. Decreasing the heating or cooling rates by a factor of 5 
does not signifi cantly affect the results, so we consider these measurements to be made 
under quasi-equilibrium conditions [20]. The capacitance data for the pure 50:50 sam-
ple (see fi gure 9(a)) show the typical behavior of a ferroelectric polymer, with a peak 
on heating indicating the ferroelectric–paraelectric phase transition, and another one on 
cooling indicating the paraelectric–ferroelectric phase transition. The heating and cooling 
curves show thermal hysteresis, a consequence of the fi rst-order nature of the phase tran-
sition. The temperatures of the heating and cooling peaks in the capacitance, designated 
as TC+ and TC–, respectively, are listed in table 2. Since the pure 80:20 sample was not 
fully converted to the paraelectric phase, its cooling peak (see fi gure 9(b)) was broadened. 
The cooling peaks are all very similar, with TC– values between those for the pure sam-
ples. Note that the values of T½ obtained from XRD are all lower than TC–. The breadth of 
the transition and the large thermal hysteresis are not very sensitive to sample crystallin-
ity [51–54], as is evident by the similar shape of the capacitance–temperature curves ob-
tained with polymorphous samples [59], LB fi lms [47], and high-quality crystals [63]. 
Although the locations of the capacitance peaks in the different samples gives some 
indication of interaction between layers of different compositions, the shapes of the heat-
ing peaks are even more revealing. Consider the shapes of the heating peaks for the mul-
tilayer and mixture samples, as shown in fi gures 9(c)–(f). The period 20 multilayer sam-
ple shows a broad plateau in the capacitance on heating, whereas the period 10 sample 
shows a narrower plateau and the period 2 and mixture samples show rounded peaks. The 
expected dependence of the capacitance on temperature in an ideal non-interacting sam-
ple can be calculated by treating the layers with different compositions as capacitors con-
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nected in series. Applying this idealization to the data in fi gures 9(a) and (b) yields the 
dashed line shown in fi gure 9(c). This line would apply to any of the multilayer structures 
if the layers are not interacting. The calculation yields a broad plateau very similar to the 
one in the data for the period 20 sample, indicating that the period 20 sample behaves as 
two independent fi lms with little evident interaction between them, consistent with the 
above analysis of the x-ray data. (The calculated capacitance is lower than that measured 
in the period 20 sample. Previous measurements have shown some variation in sample ca-
pacitance, probably a result of sample-to-sample variations in fi lm thickness and electrode 
coverage [50].) 
The period 10 sample shows a narrower plateau than expected for a non-interact-
ing sample (i.e., the dashed line in fi gure 9(c)), but not a single peak that would indicate a 
sample with a single transition temperature. It is more consistent with an intermediate sit-
uation—a sample consisting of independent, but interacting layers. The phase transition in 
part of each layer is infl uenced by interaction with its neighboring layers. This has the ef-
fect of raising the effective transition temperature of the adjacent 50:50 layers and lower-
Figure 9. The dependence of capacitance on temperature during heating (solid circles) 
and cooling (open circles) for six capacitor samples with the following construction: (a) 
pure 50:50; (b) pure 80:20; (c) period 20; (d) period 10; (e) period 2; and (f) mixture. 
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ing the effective transition temperature of the adjacent 80:20 layers and therefore narrow-
ing the plateau compared to that of the non-interacting sample. 
The heating peaks of the mixture and period 2 samples, on the other hand, are rela-
tively narrow, consistent with a fi lm with a single phase transition. Furthermore, the heat-
ing peaks for these samples is much closer to that of the pure 80:20 sample and there is 
no indication of a peak corresponding to the heating peak of the pure 50:50 sample. The 
capacitance and x-ray diffraction data from the mixture and period 2 samples are nearly 
identical to each other, further supporting the hypothesis that thin multilayers have such 
strong interaction that they behave as a single composite sample. 
4.4. Summary of results and discussion 
The results of the x-ray diffraction and dielectric measurements can be summarized as fol-
lows. The period 20 sample can be considered as two independent fi lms. The temperature 
dependences of both the x-ray diffraction and capacitance data are consistent with two in-
dependent layers exhibiting little or no interaction. On the other end of the range, both the 
period 2 and mixture samples behave like a composite system with a single ferroelectric–
paraelectric phase diagram. The period 10 sample, on the other hand, exhibits both com-
posite behavior and distinct features of 80:20 and 50:50 copolymers. This suggests that 
the effective interaction length is approximately 11 nm, corresponding to the thickness of 
one of the four distinct material layers of the period 10 sample. 
An alternate explanation for the composite behavior observed with the period 2 and 
period 10 samples is that the layers intermixed in some way, perhaps during LB deposi-
tion or during annealing. Layer mixing during deposition might arise from gaps in indi-
vidual layers, but our studies show that individual layers are continuous [64, 52, 57] and 
that fi lms of only 1 or 2 LB layers usually make good capacitors [20, 65, 66], indicating 
that gaps and pinholes are uncommon. The fi lm transfer ratio during constant-pressure 
deposition is consistently near 1:1, which rules out signifi cant layer mixing or thickness 
variation due to removal of previous layers. The x-ray diffraction measurements at the an-
nealing temperature show that the samples were never melted, so there was no chance of 
mixing in the melt, when the polymer chains are mobile. Also, melted fi lms recrystallize 
into needles with completely different orientation, losing their (110) orientation [52, 57]. 
Because of the length and stiffness of the chains, they do not readily diffuse through each 
other in the solid state. This process would require highly unlikely cooperative motions of 
dozens to hundreds of formula units in multiple chains. 
To test the sample stability during annealing, and put an upper limit on interlayer dif-
fusion, we made additional annealing studies on the period 10 and period 20 samples af-
ter all the other measurements were completed. Since the initial annealing time was 2 h, 
we subjected the period 10 and period 20 samples at 135 °C to two additional anneal-
ing cycles of 20 h and one of 200 h. (This is in addition to several hours spent at elevated 
temperature during the synchrotron studies.) If these long annealing times were to lead to 
greater inter-diffusion, we would expect both greatly decreased peak intensities (due to the 
larger amount of defects resulting from inter-diffusion) and, in the case of the period 20 
sample, a smearing of the two resolvable ferroelectric peaks (see fi gure 5(c)). The two 20 
h and the 200 h annealing cycles did produce some decrease in the intensity of the 50:50 
x-ray diffraction peak in the period 20 sample by amounts of 10% after 40 h, to 20% after 
an additional 200 h. Similarly, the period 10 sample exhibited decreases of 15% and 34% 
after 40 and 200 h, respectively. The positions of the two ferroelectric peaks from the pe-
riod 20 sample were insensitive to the extra annealing, and both peaks are clearly resolv-
able even after a total of 240 h of annealing. These extended annealing studies shows that 
even after 100 times longer annealing there is little or no change in the period 20 sam-
ple, so it seems very unlikely that the period 10 sample suffered diffusion effects after the 
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original 2h annealing treatment. Taken together, all the annealing studies allow us to con-
clude that it is unlikely that the observed composite behavior is due to inter-diffusion of 
the 80:20 and 50:50 multilayers. 
5. Conclusions 
The capacitance and x-ray diffraction data from the multilayer samples establishes a pro-
gression consistent with an interaction length of approximately 11 nm. (This is larger 
than the interaction length of ≤ 4 nm estimated for interactions between the VDF copoly-
mer and copper-phthalocyanine particles in a nanocomposite [37].) The period 20 sample 
shows little or no interaction between the relatively thick fi lms of pure 50:50 and 80:20 
copolymer. The period 10 sample exhibits behavior intermediate between that of non-in-
teracting fi lms and a composite fi lm. The period 2 sample behaves as a composite sample, 
nearly identical in structure and behavior to that of the mixture sample. 
We note that the lower critical temperature, T0, and the higher critical temperature, 
T1, occur in two different regimes. At and below T0 the samples are all fully ferroelectric. 
Hence all the interactions occur between ferroelectric phases of the 50:50 and 80:20 ma-
terials. Between T0 and T1, there exists a heterogeneous mixture of ferroelectric and para-
electric regions. In this regime, one can envisage an interaction driven by the polarization 
of the ferroelectric phase on the paraelectric regions, thereby increasing T1 and/or chang-
ing the transition rate as compared to the pure samples. 
In ferroelectric thin fi lms, there are two general interaction mechanisms—mechanical 
and electrostatic. Both are connected with boundary conditions and are most pronounced 
in systems with a fi rst-order ferroelectric phase transition. Mechanical interaction arising 
from stress is common in epitaxial systems, where the interaction length is the distance 
over which strain is relaxed, usually through accumulation of dislocations [16, 33]. For 
the VDF copolymers, the lattice constants perpendicular to the polymer chain are 10% 
smaller in the ferroelectric phase than in the paraelectric phase. For example, the com-
pressive stress of an 80:20 layer in its ferroelectric phase, with its smaller lattice spacing, 
on a 50:50 layer in its paraelectric phase would tend to stabilize the ferroelectric phase 
of the 50:50 material, and raise its transition temperature. This effect is also observed in 
high-pressure studies, where the transition temperature of the VDF copolymers increases 
linearly with the application of hydrostatic pressure [67]. 
Electrostatic interactions arise from the boundary conditions on the electric displace-
ment. In a multilayer capacitor containing both ferroelectric and paraelectric layers, sur-
face charge on the ferroelectric layer produces an electric fi eld in the paraelectric layer, 
which in turn tends to polarize the paraelectric layer, stabilizing the ferroelectric state, and 
raising the transition temperature of the paraelectric layer. This effect is also observed in 
applied-fi eld studies, where the transition temperature of the VDF copolymers increases 
linearly with the application an external electric fi eld [54]. 
With either mechanism, mechanical or electrostatic, the phase transition and critical 
temperatures for the period 10, period 2 and mixture samples can be described as fol-
lows. For the period 10 sample, the value of T0 = 9 ± 4 °C. For non-interacting layers, the 
x-ray peaks should be additive. A simple model in which the experimental intensities of 
the pure 80:20 and the pure 50:50 sample as a function of temperature are added together 
gives an extrapolated T0 value 2.5 ± 3 °C, which is fairly close to T0 = 9 ± 4 °C. This indi-
cates that in the ferroelectric phase, there is little or no interaction in the period 10 sample. 
The much lower T0s of the period 2 and the mixture samples is a strong indication of the 
existence of interaction in these samples in the ferroelectric phase. The period 10, period 
2, and mixture samples have similar transition rates over the entire transition region, with 
the peak intensities changing at a rate of approximately 0.008 ± 0.002 (°C)−1. This could 
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be interpreted as evidence that in this mixed paraelectric–ferroelectric phase region, the 
interaction has a fairly long length scale and is insensitive to the shorter period. 
In summary, studies of ferroelectric–paraelectric phase transition temperature in mul-
tilayers consisting of ferroelectric VDF copolymers with different compositions, and 
therefore different phase transition temperatures, show clear evidence of interaction be-
tween the two copolymers, with an estimated interaction length of 11 nm. The main ev-
idence for this conclusion is the observation that samples with a half period thicker than 
11 nm exhibit little or no interaction, while shorter period samples exhibit interaction, and 
the sample with the shortest period exhibits composite behavior nearly identical to a mix-
ture sample. The transition from independent to interacting to composite behavior has not 
been reported before with ferroelectric multilayers. This begins a new approach to the 
study of polarization correlations in ferroelectric systems. It also offers new opportunities 
for materials engineering afforded by the ability to control the transition temperature and 
the breadth of the coexistence region. For example, ferroelectric polymers make a good 
acoustic match to aqueous environments and are therefore useful for ultrasonic imaging 
and for sonar, where the temperature of the environment is nearly constant. 
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